NOTES FOR TEMPORARY TRAFFIC SIGNALS > GENERAL NOTES
NSk ‘_@ - FEHNNA AN
1. ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTION AND 1. CONTROLLER WITH STEEL BASE CABINET AND BATTERY BACK-UP
COMMUNICATION DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S) CABINET SHALL BE MOUNTED ON A WOOD STAND.
SHALL BE FURNISHED BY THE CONTRACTOR. EVP WILL BE PAID FOR U.S. ROUTE 20 “"C)" -
SEPARATELY. 2. UN~INTERRUPTABLE POWER SUPPLY (UPS) SHALL BE INCLUDED IN
“TEMPORARY BRIDGE TRAFFIC SIGNAL INSTALLATION" PAY ITEM.
2. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT
APPROVED CLOSED LOOP EQUIPMENT MANUFACTURERS  WILL  BE ' 3. 9 WOOD POLES INSTALLED BY THE TRAFFIC CONTRACTOR (SEE
APPROVED FOR USE AT TEMPORARY SIGNAL LOCATIDNS. ALL ““()—’ TEMPORARY TRAFFIC SIGNAL PLANS).
CONTROLLERS USED FOR TEMPORARY TRAFFIC SIGNALS SHALL BE
FULLY ACTUATED NEMA MICROPROCESSOR BASED WITH RS232 DATA 4.  PROPOSED WOOD POLES FOR RDADWAY LIGHTING SHALL BE USED
ENTRY PORTS COMPATIBLE WITH EXISTING MONITORING SOF TWARE LEGEND TO SUPPORT TRAFFIC SIGNAL CABLE.
APPROVED BY IDOT DISTRICT 1. INSTALLED IN A NEMA TS1 DR TS2
CABINET. ONLY ONE BRAND OF CONTROLLER WILL BE ACCEPTED FOR 4-—{3——— SINGLE ENTRY PHASE 5.  TRAFFIC SIGNAL AND ROADWAY LIGHTING SHALL UTILIZE A
ANY ONE CONTRACT. COMBINATION ELECTRIC SERVICE BOX. (SEE DETAIL)
4—(: }— DUAL ENTRY PHASE
3. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL 6. ALL SIGNAL HEADS SHALL BE L.E.D.
SECTIONS SHALL BE 12” (300MM). HEADS SHALL BE PLACED AS <—-®-—> PEDESTRIAN PHASE
INDICATED ON THE TEMPORARY TRAFFIC SIGNAL PLAN OR AS
DIRECTED BY THE ENGINEER. THE CONTRACTOR SHALL FURNISH * NUMBER REFERS TO
ENOUGH CABLE SLACK TO RELOCATE HEADS TO ANY POSITION ON  THE ASSOCIATED PHASE
SPAN WIRE OR AT LOCATIONS ILLUSTRATED ON THE PLANS FOR
CONSTRUCTION STAGING. THE TEMPORARY TRAFFIC SIGNAL SHALL PRIVATE ENTRANCE TEMPORARY CABLE DIAGRAM LEGEND
REMAIN IN OPERATION DURING ALL SIGNAL HEAD RELOCATIONS. CONTROLLER SEQUENCE
LL
FAO THE CONTROLLER CABINET 16 THE SIGNAL WEMD. o CONTROLLER CABIET
HE CONTROLL . PHASE_DESIGNATION DIAGRAM
UNINTERRUPTIBLE POWER SUPPLY UPS
4.  ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP
TRAFFIC SIGNAL SYSTEM SHALL BE INTERCONNECTED TO THAT SYSTEM
USING SIMILAR BRAND CONTROL EQUIPMENT. (SPE)RZECLEE %“:T(‘é';té‘;ég:b VOUNT w
5. 24" WHITE STOP BAR TO BE INSTALLED AFTER THE VIDEO DETECTION CAMERA @
INSTALLATION AND IMPLEMENTATION OF THE TEMPORARY TRAFFIC
SIGNALS. T i INDICATES NUMBER OF CONDUCTORS IN
N ._@_). CABLE. ALL CONDUCTORS TO BE NUMBER -—-——{:}——
DRAINAGE DITCH N Z : 14 AWG WIREUNLESS OTHERWISE NOTED.
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N TRAFFIC SIGNAL INSTALLATION N e [ I
B ELECTRICAL SERVICE REQUIREMENTS TOTAL NO. 6 UPS N ‘ i i
g WATTAGE WATTAGE | | THIS SHEET TO BE WORKED WITH DISTRICT 1
- o TYPE NO. LAMPSTincanp, LED T %OPERATION NG | DETAIL “TEMPORARY LIGHTING AND TRAFFIC
¢ | SIGNAL (?YEEDL)LOW) ; gg 2573 g.;g 222 T~ | | SIGNALS FOR SINGLE LANE STAGING” AND THE
¢ e i 22 oz 2 | [R] | MAINTENANCE OF TRAFFIC PLANS.
& [ARROW 512 0.10 | | '
Z [PED. SIGNAL 90 | 25 1.00
~ [CONTROLLER 1 100 | 100 1,00 100.0 | \
¢ [TCLUM. SIGN 84 0.05 I \
3 PRIVATE ENTRANCE
E SUMMARY OF QUANTITIES
s [FLASHER 0.50 - FOUNDATION (DEPTH) | FT. (m) [[CABLE SLACK FT. tm [IVERTICAL FT.  (m)
h(;‘ ENERGY COSTS TO: TOTAL = 230.0 TYPE 3 - Egﬁ;ROLLER 4 (}.2) ggNgH(éLEAND ()E ‘65 (2.0) {|ALL_FOUNDATIONS 3.5 (1.0}
N v Y n - 4 _d.2) UBLE H HOL 3 (4.0) {IMAST ARM (L) POLE 20"+ -2= .
g LLLINOLS DEPARTMENT OF TRANSPORTATION E V. AW POLE]™ SIohAL_POST _ ? (1.0)“\» (6m+. -0.6m)= JU.LLE. ITEM DESCRIPTION UNIT  [QUANTITY
< SCHAUMBURG, ILLINOIS 60196-1096 7 600mm) | {0 (3.0 J[CONTROLLER CAB. (0.5) IBRACKET MOUNTED 13 4.0 JOINT UTILITY LOCATION INFORMATION FOR EXCAVATION
5 . 30" (750mm)| 15 (4.6) JFIBER OPTIC 13 (4.0) JIPED. PUSHBUTTON 4 (1.2) P
+| ENERGY SUPPLY ic)zg;é-m. e P 4 D o, L 1-800-892-0123 X8900005| TEMPORARY BRIDGE TRAFFIC SIGNAL INSTALLATION EACH 1
2 : GROUND CABLE (0.5) ||SERVICE TO GROUND | 13.6 (4.0
& COMPANY: COM. ED. i FOST MOUNTED 5 (1.8
SER NAME = Zkujaws DESIGNED DJB REVISED - F.AP, TOTAL { SHEET
Y| — ENTRIW > Sraan - ENTRAN " ReviseD STATE OF ILLINOIS FAP ROUTE 525 (US ROUTE 20} OVER DRAINAGE DITCH RTE. SECTION COUNTY  |SHEETS| NO.
ES ) e B— 525 1-7-1 McHENRY 34 14
L= 71 e L REVISED DEPARTMENT OF TRANSPORTATION TEMPORARY CABLE PLAN AND PHASE DESIGNATION DIAGRAM " CONTRACT No. 6OMB3
“ PLOT DATE = 06/20/2011 DATE - 06/24/11 REVISED - SCALEs 1”7 = 50 \SHEET NO. OF SHEETS | STA. TO STA. FED. ROAD DIST, NO.  [ILLINOIS[FED. AID PROJECT




